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Jet Lowe, photographer, August 2009 

AL-129-L-1 OBLIQUE VIEW LOOKING SOUTHWEST. 

AL-129-L-2 VIEW LOOKING AT THE NORTH ELEVATION OF THE Fl 
ENGINE TEST STAND, THE SATURN 1C TEST STAND IS 
IN THE BACKGROUND LEFT.(PHOTO RETAINED FOR 
INFORMATION VALUE, FILM FOGGED DUE TO 
BELLOWS LEAK). 

AL-129-L-3 GENERAL VIEW OF THE WEST TEST AREA. THE VIEW 
SHOWS THE SOUTH ELEVATION OF THE SATURN 1 C 
TEST STAND IN THE CENTER OF THE VIEW WITH THE 
Fl ENGINE TEST STAND IN THE BACKGROUND LEFT. 

AL-129-L-4 OBLIQUE VIEW LOOKING SOUTHWEST AT THE Fl 
ENGINE TEST STAND FROM THE TEST STAND ACCESS 
ROAD. 

AL-129-L-5 VIEW LOOKING AT THE EAST ELEVATION OF THE Fl 
ENGINE TEST STAND. 

AL-129-L-6 DETAILED VIEW OF THE NORTH ELEVATION 
SHOWING THE CONCRETE PIERS AND STRUCTURAL 
DETAILS OF BACKSIDE SUPPORT STRUCTURE OF THE 
FLAME DEFLECTOR 
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AL-129-L-7 DETAIL VIEW OF THE STIFF-LEGGED DERREK USED 
TO HOIST EQUIPMENT AND TEST ARTICLES ON TO 
AND OFF OF THE TEST STAND. 

AL-129-L-8 VIEW LOOKING AT THE WEST ELEVATION OF THE Fl 
ENGINE TEST STAND. 

AL-129-L-9 OBLIQUE VIEW LOOKING NORTHWEST AT THE Fl 
ENGINE TEST STAND 

AL-129-L-10 DETAILED VIEW OF THE EAST ELEVATION SHOWING 
THE CONCRETE PIERS, INDUSTRIAL WATER SUPPLY 
PIPE AND A SIDE IEW OF THE FLAME DEFLECTOR. 

AL-129-L-11 VIEW LOOKING AT THE SOUTH ELEVATION OF THE 
TEST STAND FROM ACROSS THE DRAINAGE POND. 

AL-129-L-12 CLOSER VIEW LOOKING AT THE SOUTH ELEVATION 
OF THE TEST STAND FROM ACROSS THE DRAINAGE 
POND. 

AL-129-L-13 DETAILED VIEW LOOKING OBLIQUELY AT THE SOUTH 
ELEVATION AND THE FLAME DEFLECTOR. 

AL-129-L-14 CLOSE-UP VIEW OF THE SOUTH ELEVATION LOOKING 
INTO THE FLAME DEFLECTOR. 

AL-129-L-15 DETAILED VIEW OF THE STIFF-LEG DERREK AT TOP 
OF TEST STAND SHOWING THE CABLEING AND SHIV 
WHEELS FOR CONTROL AND OPERATION OF THE 
DERREK. 

AL-129-L-16 VIEW LOOKING WEST FROM THE LOX PLATFORM 
(THE TOP OF THE TEST STAND) SHOWING THE TOP OF 
THE LIQUID OXYGEN TANK TANK (LOX) AND STAIR 
TOWER. 

AL-129-L-17 VIEW LOOKING EAST FROM THE LOX PLATFORM (THE 
TOP OF THE TEST STAND) SHOWING THE DERREK AND 
THE TOP OF LIQUID OXYGEN (LOX) TANK. 
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AL-129-L-18 DETAIL VIEW AT THE LOX TANK SUPPORT LEVEL 
SHOWING THE ATTACHMENT FLANGE FOR 
CONNECTING LOX TANK TO THE FRAMEWORK OF 
THE TEST STAND. 

AL-129-L-19 DETAIL VIEW OF THE STEEL FRAMING AT THE LOX 
TANK SUPPORT LEVEL, SATURN 1C TEST STAND IS IN 
THE BACKGROUND. 

AL-129-L-20 DETAIL VIEW OF THE INTERSTITIAL SPACE BETWEEN 
THE LOX TANK AND THE FUEL (RP1) TANK SHOWING 
THE LOX SUPPLY LINES PENETRATING THE FUEL 
TANK AND THE FILL AND VENT LINES FOR THE RP1 
(FUEL). 

AL-129-L-21 DETAIL VIEW OF A TYPICAL BOLTED, STEEL- 
MEMBER, GUSSET-PLATE CONNECTION. 

AL-129-L-22 DETAIL VIEW AT THE FUEL TANK SUPPORT LEVEL 
SHOWING THE ATTACHMENT FLANGE FOR 
CONNECTING FUEL TANK TO THE FRAMEWORK OF 
THE TEST STAND. 

AL-129-L-23 DETAIL VIEW ON THE LOAD PLATFORM SHOWING 
THE SUPPORT FRAME FOR THE VERTICAL LOAD IN 
THE FOREGROUND AND THE FUEL AND LOX SUPPLY 
LINES PROTRUDING FROM THE BOTTOM OF THE FUEL 
TANK IN THE BACKGROUND. 

AL-129-L-24 GENERAL VIEW AT THE LOAD LEVEL SHOWING THE 
STRUCTURAL FRAMEWORK USED TO RESIST AND 
DISPERESE ENGINE THRUST. 

AL-129-L-25 VIEW ON THE ROLLING PLATFORM LEVEL SHOWING 
THE MOVEABLE WORK PLATFROM USED BY 
TECHNICIANS TO MOUNT AND ACCESS THE ENGINES 
ON THE TEST STAND. 

AL-129-L-26 DETAIL VIEW OF THE WELDED SUPPORT FLANGES AT 
THE BASE OF THE FLAME DEFLECTOR. 
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AL-129-L-27 DETAIL VIEW OF THE SUPPORT FRAMING AT BASE OF 
FLAME BUCKET, NOTE THE 2-INCH THICK I BEAMS. 

AL-129-L-28 DETAIL VIEW FROM THE MAINTENANCE CATWALK 
BEHIND THE FLAME DEFLECTOR SHOWING THE 
COOLING-WATER SUPPLY SYSTEM. 

AL-129-L-29 DETTAIL VIEW FROM THE UNDERSIDE OF THE FLAME 
DEFLECTOR LOOKING SOUTH TOWARDS DAYLIGHT 
SHOWING ADDITIONAL WATER SUPPLY PIPES AND 
STRUCTURAL SUPPORTS. 

AL-129-L-30 OVERALL VIEW OF AN Fl ENGINE WHICH IS ON 
DISPLAY OUTSIDE OF THE ADMINISTRATIVE 
COMPLEX AT MSFC 

AL-129-L-31 CLOSE-UP VIEW OF THE Fl ENGINE SHOWING THE 
ENGINE INTERFACE PANEL, THE TURBINE, HEAT 
EXCHANGER, THRUST CHAMBER AND GAS 
GENERATOR EXHAUST MANIFOLD. 

AL-129-L-32 OVERALL VIEW OF THE Fl ENGINE WITH THE 
PHOTOGRAPHER, JET LOWE AS A SCALE FIGURE AND 
THE MAIN ADMINISTRATION BUILDING AS A 
BACKDROP. 

AL-129-L-33 VIEW EAST FROM TOP OF THE Fl ENGINE TEST STAND 
SHOWING BLOCK HOUSE, PUMPHOUSE AND WATER 
STORAGE TANKS FOR THE TEST STANDS IN THE WEST 
TEST AREA. 

AL-129-L-34 BLOCK HOUSE FOR CONTROL OF THE WEST TEST 
AREAS ENGINE TEST COMPLEX 

AL-129-L-35 INTERIOR VIEW SHOWING THE BLOCK HOUSE 
CONTROL ROOM 

AL-129-L-36 CLOSE-UP VIEW OF A OBSERVATION PERISCOPE IN 
THE CONTROL ROOM. THE PHOTO MOUNTED ON THE 
PERISCOPE BODY IS OF WERNER VON BRAUN USING 
THE PERISCOPE DURING AN ENGINE TEST. 
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AL-129-L-37 VIEW LOOKING WEST ALONG THE SOUTH ELEVATION 
OF THE PUMPHOUSE SHOWING THE EXHAUST 
STACKS FROM THE DIESEL-ENGINE DRIVEN WATER 
PUMPS. THE SATURN 1C TEST STAND IS IN THE 
BACKGROUND. 

AL-129-L-38 VIEW LOOKING EAST BETWEEN THE NORTH 
ELEVATION OF THE PUMPHOUSE AND THE STORAGE 
TANKS SHOWING THE SUPPLY PIPES FROM WATER 
TANKS TO PUMPHOUSE. 

AL-129-L-39 VIEW LOOKING WEST, THE PUMPHOUSE IS ON LEFT 
AND THE WATER SUPPLY TANKS ON RIGHT IN THIS 
VIEW. 

AL-129-L-40 VIEW FROM MIDDLE OF THE PUMP ROOM ADJACENT 
TO ENGINE #7 LOOKING BACK TOWARDS THE 
CONTROL ROOM. 

AL-129-L-41 VIEW DOWN THE ROW OF 13 DIESEL-ENGINE DRIVEN 
PUMPS 

AL-129-L-42 VIEW OF THE CONTROL PANEL FOR THE  13 
FAIRBANKS MORSE MODEL 251 DIESEL ENGINES AND 
RESPECTIVE PUMPS. NOTE THE ANALOG GUAGES. 

AL-129-L-43 DETAIL VIEW OF THE CENTER OF THE PUMP 
MONITORING AND CONTROL CONSOLE SHOWING THE 
VINTAGE ANALOG EQUIPMENT. 

AL-129-L-44 DETAIL VIEW OF THE CONTROLS FOR ENGINE #6 

AL-129-L-45 OBSERVATION BUNKER (PILLBOX) LOCATED TO THE 
WEST OF THE Fl ENGINE TEST STAND. 

AL-129-L-46 8"xl0" LARGE-FORMAT VIEW LOOKING EAST ALONG 
THE SOUTH ELEVATION OF THE PUMPHOUSE 
SHOWING THE EXHAUST STACKS FROM THE DIESEL- 
ENGINE DRIVEN WATER PUMPS. 

AL-129-L-47 8"xl0" LARGE-FORMAT VIEW OF THE FLAME 
DEFLECTOR DETAIL WITH SCALE FIGURES SITTING 
ON THE EDGE OF THE DEFLECTOR. 
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AL-129-L-48 8"xl0" LARGE-FORMAT VIEW OF THE FLAME 
DEFLECTOR DETAIL WITHOUT SCALE FIGURES 

AL-129-L-49 8"xl0" LARGE-FORMAT VIEW OF THE FLAME 
DEFLECTOR WITH SACLE FIGURES. FROM LEFT TO 
RIGHT, THOMAS BEHRENS, JOHN WACHTEL, ABBY 
MARTIN, DAVID TIMMERMAN, RALPH ALLEN AND 
DANA LOCKETT 

AL-129-L-50 8"xl0" LARGE-FORMAT VIEW LOOKING EAST 
BETWEEN THE NORTH ELEVATION OF THE 
PUMPHOUSE AND THE STORAGE TANKS SHOWING 
THE SUPPLY PIPES FROM WATER TANKS TO 
PUMPHOUSE. 

AL-129-L-51 8"xl0" LARGE-FORMAT VIEW LOOKING NORTHEAST 
BETWEEN THE NORTH ELEVATION OF THE 
PUMPHOUSE AND THE STORAGE TANKS SHOWING 
THE SUPPLY PIPES FROM WATER TANKS TO 
PUMPHOUSE. NOTE THE SATURN V DYNAMIC TEST 
FACILITY, HAER AL-129-C, IN THE DISTANT 
BACKGROUND. 

INDEX TO COLOR TRANSPARENCIES 
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AL-129-L-52 (CT) COLOR TRANSPARENCY CLOSE-UP VIEW OF THE 
SOUTH ELEVATION LOOKING INTO THE FLAME 
DEFLECTOR. 


